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Допоміжна функція Eco-прання:
У разі вибору цієї допоміжної 
функції тривалість програми прання 
машини трохи збільшиться. Однак 
машина використовуватиме менше 
енергії та води для циклу прання. 
Для активування цієї функції треба 
натиснути кнопку вибір Eco+/Швидка
на панелі дисплея з подальшим 
увімкненням світлодіодного
індикатора позначки .

 Допоміжна функція «Швидке 
прання»:
У разі вибору цієї допоміжної функції 
тривалість програми прання машини 
зменшиться. (Треба, щоб машину було 
завантажено наполовину або менше 
ніж наполовину об’єму для вибраної 
програми прання.) Для активування цієї 
функції треба натиснути кнопку вибір 
Eco+/Швидка прання на панелі
дисплея з подальшим увімкненням 
світлодіодного індикатора позначки .
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1. SAFETY INSTRUCTIONS

Operating voltage / frequency (220-240) V~/50Hz
Total current (A) 10
Water pressure (Mpa) Maximum 1 Mpa / 

Minimum 0. 1Mpa 
Total power (W) 2200

Maximum washing capacity 
(dry laundry) (kg) 9

Maximum drying capacity (kg) 6

• Do not install your machine on a carpet or such 
grounds that would prevent the ventilation of its 
base.

• The appliance is not intended for use by people 
(including children) with reduced physical, 
sensory or mental capabilities, or lack of 
experience and knowledge unless they have been 
given supervision or instruction concerning use 
of the appliance by a person responsible for their 
safety.

• Children of less than 3 years should be kept away 
unless continuously supervised.

• Call the nearest authorized service centre for a 
replacement if the power cord malfunctions.

• Use only the new water inlet hose coming 
with your machine when making water inlet 
connections to your machine.Never use old, used 
or damaged water inlet hoses.

• Children should not play with the appliance. 
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Cleaning and user maintenance should not be 
made by children without supervision.
 NOTE: For a softcopy of this user manual, 

please contact the following address: 
“washingmachine@standardtest.info”. In your 
e-mail, please provide the model name and serial 
number (20 digits) which you can find on the 
appliance door.

To ensure your safety and the safety of others, 
please read the following safety precautions 
before using or installing your Washer Dryer.
Your machine is for domestic use only. 
Using it for commercial purposes will void 
your warranty.
This manual has been prepared for more than 
one model therefore your appliance may not 
have some of the features described within. 
For this reason, it is important to pay particular 
attention to any figures whilst reading the 
operating manual. 

1.1 
Before setting up your Washer Dryer, remove 
the four transit bolts and the rubber washers 
from the rear of the machine.
• Your warranty does not cover damage caused by 

sources of damage.
• 

on to the next user. 
• 
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• 

correctly.
• 

• 
around the washer dryer.

• 

• 

• 

• 

• 

Washer Dryer. 
• 

laundry.
• 
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• In the event of a fault, unplug your Washer Dryer 

should only be undertaken by an approved 

• 

• Never force the door open when your Washer 

• Please follow the manufacturers’ instructions 
on the use of fabric conditioner or any similar 
products that you intend to use in your Washer 
Dryer.

• 
phase of a programme has been completed. If 

• 

• 

• 

SAFETY WARNINGS
• 
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RISK OF BURNS
• 

• 

ELECTROCUTION RISK
Do not connect your Washer Dryer to the mains 
electricity supply using an extension lead.
• 

personnel.
• 

the cord. Always hold the plug.
• 

shock.
• 

feet are wet.
• 

Explosion Risk 
• 
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• 

• 

the tumble dryer.
• 

• 

• 
• 

• 

• 

• Items such as foam rubber (latex foam), shower 

•  
 

• 
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• 

• 
• 

hazard.
• 

• 
detergent drawer.

• 
hazard.

your Washer Dryer.

• 
• 

• 

• 

Washer Dryer. 
• 
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1.2 
• 
• Please ensure that you have removed all of the 

• 

composed of hand washable wool or wool blend 

washable garments. Do not use your Washer 

• 

• 

your warranty.
NOTE: 
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Replacement of drive belt, only by authorized 
service.
Only original spare belt must use.
1.3 
DISPOSE OF PACKAGING AND YOUR OLD 
MACHINE RESPONSIBLY

Packaging materials protect your machine from 
any damage that may occur during transportation. 
Please recycle the packaging materials.
Recycled material reduces raw material 
consumption and lowers waste production.

1.4 
Some important information to get the most efficient 
use out of your machine:
• The amount of laundry you put in your Washer 

Dryer should not exceed the maximum amount 
indicated. Avoid overloading to allow your 
machine to run more efficiently.

• Not using the pre-wash feature for normal and 
lightly soiled laundry will save electricity and water 
consumption.

 

EN - 51



the shop where you purchased the product.

2. TECHNICAL SPECIFICATIONS

Maximum washing capacity (dry laundry) (kg) 9

* Maximum drying capacity (kg) 6

Spin speed (rpm) 1400

Number of programmes 15

Operation voltage / Frequency (v/hz) 220-240 / 50

Water pressure (mpa) Maximum: 1 
Minimum: 0.1

Dimensions (HxWxD) (mm) 845x597x582

* You should not put dry laundry in your machine for drying.
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3.1 General Appearance

1. Touch buttons and 
2. Programme Button
3. Upper Tray
4. Detergent Drawer
5. Door
6. 

7. Power Cord
8. 
9. Transport Screws 
10. Adjustable Feet
11. 

 

4. INSTALLATION

4.1 

X X4 4
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1. 

If the bolts are not removed, they 

warranty. 
2. 

spanner. 
3. 

pull. 
4. 

use. 

NOTE: 

the scope of the warranty. 
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4.2 

1

1. 
(such as carpet) that would prevent 

• 

• 
adjustable feet. 

• 

X4

2 3

2. 

• 

3. 

• 

4.3 

• 
240V, 50 

• 

amps. 
• 

• 
damage that occurs due to the use of 

NOTE: 

4.4 

3/4”

10
 m

m
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1. 

and red capped hose to the hot water 

• 

that connect to the water supply. 
2. 

threaded tap. 
• 

and the red capped end of the hose to 



EN - 55

• 

• 

opened tap). 
3. Once you have made all of the 

supply on and check for leaks. 
4. 

or crushed. 
• 

NOTE: 
must only be connected to your water 

hoses must not be reused. 

4.5 

• 

• 
hose. 

• 

bathtub. 
• 

not bent, buckled, crushed or extended. 
• 

ground. 

5. CONTROL PANEL OVERVIEW

Dry
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Speed
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Pause

1 2 3 4 5
 

1. Detergent Drawer
2.  Use the programme 

programme for your laundry. Turn 

programme.  
3. 
4.  Use 

5. Start/Pause Button: Start or pause the 
selected programme.

~ 95 cm ~ 140 cm

~ 145 cm ~ 95 cm
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5.1 Detergent Drawer (*)

1

2

3

4

5

6

1. 
2. 
3. Softener Compartment
4. Pre-Wash Detergent Compartment
5. Powder Detergent Levels (*)
6. Powder Detergent Scoop (*)

5.2 
Main wash detergent compartment: 

compartment:

Pre-wash detergent compartment: 
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5.3 

• 

programme. 
• 

set exactly to the programme you want. 
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1. 
2. 
3. 
4. 

temperature
5. 
6. 
7. 

8. Start Pause Button
9. Energy/Water Efficiency Bar

6. USING YOUR 
WASHING MACHINE

6.1 

1

3

5

7

2

4

6

1. 

• 

2. 
together. 

• 
and should be washed separately 

3. 

CAUTION: 
the warranty. 
4. 

eyes. 
5. 
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or bag. 
6. 

7. 

temperature 

Can be dry 
cleaned

pure alcohol 

allowed

temperature 

No dry 

Hang to dry

Perchloroethylene 
R11, R13, 
Petroleum

Normal 

Dry flat

Do not tumble 
dry

R11, R113, Gas 

Can be 
bleached Do not bleach

F P A

6.2 

• 
• 

NOTE: Take care not to exceed 

LAUNDRY TYPE WEIGHT (gr)

Towel 200

500

Bathrobe 1200

700

200

Underwear 100

Tablecloth 250

• 
• 

trapped between the rubber seal and 
the door. 

• 

• 

6.3 

• 
do not pre-wash.  Put a small amount 

detergent drawer. 
• 

compartment I of the detergent drawer 

• 

amount of detergent to use. 
• In areas of hard water, more detergent 

• 

• 
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of the detergent drawer. Do not exceed 
the MAX level. 

• 

• 

6.4 

1 2

1. 
supply. 

2. Turn on the water supply. 
• 
• 

• 

6.5 
Use the programme tables to select the 

laundry.  

6.6 

system. 

regardless of the programme you selected. 

less water and energy.
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• Press the delay key once.

• 
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• 

• 

• 
to press the Start/Pause key to start the 

NOTE:

then you can touch the “Start/Pause” key to 

• If you did not press the Start/Pause key, 
keep touching the delay key until the 
electronic display shows the duration 
of the program you have selected. 
Once you see the program time on the 
electronic display, this means that the 
delay has been cancelled. 

• If you have pressed the Start/Pause 
key to start the machine, you just need 
to touch the delay key once. will go off 
on the electronic display, press “Start/
Pause” key to start the washing cycle.

2. 

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

Iron Dry “ ”, Hanger Dry “ ”  and 
Cupboard Dry “

• Iron dry “ ”: 80 min. : Recommended 
for laundry that will be ironed before 
using. To select the “ ” drying option, 
press the drying option button until the “

” symbol is displayed.

• Hanger dry “ ”: 135 min. : 
Recommended for laundry that requires 
hanging. To select the “ ” drying 
option, press the drying option button 
until the “ ” symbol is displayed.

• Cupboard dry “ ”: 305 min. :  
Recommended for laundry that will be 
folded and put into a wardrobe at the 
end of the programme. To select the “
” drying option, press the drying option 
button until the “ ” symbol is displayed.

NOTE: If there are no changes 

If you want your laundry dried for a fixed 
period of time at the end of the washing 
cycle:
• Press the drying duration option button 

to select the desired Time Dry. 
• Drying selections will be displayed on 

your machine screen as 30’, 60’, 90’ and 
120’ minutes. 
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2.1 Drying option selection:

PROGRAMME
SELECTABLE/ 

NOT 
SELECTABLE

DRYING 
PROFILE

FACTORY 
PRESET SELECTABLE OPTIONS

Eco 40-60 S Cotton Dry - Option 1 Option 2 Option 3

Cotton S Cotton Dry - Option 1 Option 2 Option 3

S Cotton Dry - Option 1 Option 2 -

Synthetics S Gentle Dry - Option 1 Option 2 Option 3

Wool&Silk NS - - - - -

Duvet NS - - - - -

Rinse S Cotton Dry - Option 1 Option 2 Option 3

Allergy Safe S Cotton Dry - Option 1 Option 2 -

Spin / Drain S Cotton Dry - Option 1 Option 2 Option 3

Rapid 15’ S Cotton Dry - Option 1 - -

S Cotton Dry - Option 1 Option 2 -

Gentle Dry S Gentle Dry Option 2 Option 1 - Option 3

Cotton Dry S Cotton Dry Option 2 Option 1 - Option 3

& Dry NS Cotton Dry Option 1 - - -

Cotton Wash 
& Dry S Cotton Dry Option 2 Option 1 - Option 3

S: Selectable    NS: No Selection

Selectable drying duration levels

Eco 40-60 30 60 90 120

Cotton 30 60 90 120

30 60 90 120

Synthetics 30 60 90 120

Wool&Silk - - - -

Duvet - - - -

Rinse 30 60 90 120

Allergy Safe 30 60 90 120

Spin / Drain 30 60 90 120

Rapid 15’ 30 60 90 120

30 60 90 120

Gentle Dry 30 60 90 120

Cotton Dry 30 60 90 120

- - - -

Cotton Wash & Dry 30 60 90 120
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3.  Drying With Duration 

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

 NOTE: If one of the 30’ 60’ 90’ 

Time Dry 

programme.
Table: 
for load amounts: 
Duration Drying Programmes
Amount of 
laundry to dry

Recommended drying 
time

1 kg 30 minutes
2 kg 60 minutes
3,0 kg 90 minutes
3.5 kg 120 minutes
If the amount of laundry to be dried 
is above 3.5kg, we recommend that 
you select Cupboard, Hanger or Iron 
Drying.

4. 
temperature

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

laundry. 
• When you select a new program, 

• 

water temperature of the selected 
program and cold water wash ( ).

• 
water temperature you wanted to 

5. 

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

you select a new program, the selected 

between the selected program’s 

cancelled (

6. 

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause
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6.1  Prewash auxiliary function
6.2  Extra rinse auxiliary function
6.3  Steam Assist auxiliary function 
6.4  Anti-allergy auxiliary function

6.1 Prewash auxiliary function

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

You can use this auxiliary function to 
perform pre-wash before the main wash 
cycle for your highly soiled laundry. When 
you use this function, you need to add 
detergent into the prewash dispenser 
of the detergent drawer. To enable the 
prewash auxiliary function, press the 
options key until the prewash symbol 

 turns on. If the prewash LED  is 
constantly on in the electronic display, 
it means that the auxiliary function is 
selected.

 NOTE: When you want to select 
 does 

6.2 Extra rinse auxiliary function

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

You can use this auxiliary function for 

extra rinsing on your laundry. To enable 
the extra rinse function, keep pressing the 
options key until the extra rinse symbol 

 turns on. If the extra rinse  LED  is 
constantly on in the electronic display, 
it means that the auxiliary function is 
selected. 

 NOTE:When you want to select 
 

6.3 Steam Assist auxiliary function

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

Owing to the steam system  ironing 
has become quick and as easy. The 
steam used dream washing  penetrates 
and loosens the fibres, eliminates creases 
and leaves our clothes soft and delicate. 

NOTE: When you want to select 
the steam system

6.4 Anti-allergy auxiliary function

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause
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You can use this auxiliary function to 
add another rinse cycle for your laundry. 
Your machine will use hot water in all 
rinsing steps. (It is recommended for 
sensitive skin clothing, baby clothes and 
underclothes). To enable the anti-allergy 
auxiliary function, keep pressing the 
options key until the anti-allergy function 
symbol  turns on. If the anti-allergy 
LED  is constantly on in the electronic 
display, it means that the auxiliary 
function is selected. 
 NOTE: When you want to 

 

7. 
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.

 

 .
 NOTE:

of the symbol  

• Energy/Water Efficiency Bar: 

“  

Start/Pause button

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

By pressing on the Start/Pause button, 
you may start the programme you have 
selected or suspend a running 
programme. If you switch your machine to 
the standby mode, the Start/Pause led on 
the electronic display will blink. 

6.8 
The Child Lock function allows you to 
lock the buttons so that the wash cycle 
you have chosen cannot be changed 
unintentionally.
To activate child lock, press and hold 
button 6 and 7 simultaneously for at 
least 3 seconds. ‘’CL’’ will flash on the 
electronic display for 2 seconds when the 
child lock is activated. 
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Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

6    7
If any button is pressed or selected 
programme is changed by the programme 
dial while the child lock is active, the “CL” 
symbol will flash on the electronic display 
for 2 seconds.
If the child lock function is active and 
a programme is running, when the 
programme dial is turned to the “Off” 
position and another programme 
is selected the previously selected 
programme continues from where it was 
left. 
To deactivate the child lock, press and 
hold button 6 and 7 simultaneously for at 
least 3 seconds until the “CL” symbol on 
the electronic display disappears.

NOTE:

6.9 If you want to pause/cancel a 

•     symbol key allows you to pause 
or restart the selected program. When 
you want to add laundry, you can use 

• Touch 

laundry.

• If 
step where you can add laundry has 
passed.

• 
program, turn the program knob to 

the program knob to any program 

water and cancel the program. You 
can select a new program and start 

6.10 Program End

Dry
Option

Time
Dry Temp. Spin OptionsDelay Save+/

Speed

Start/
Pause

when the selected program ends.
• 

• You can open the door  and take 

laundry, leave the door open so that 

• Turn the program knob to CANCEL 

• 
• Turn off the water tap.
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7. PROGRAMME TABLE

Programme Eco 40-60 Cotton

Selectable 
washing 

temperatures , 60 , 40

Maximum 
washing/drying 
capacity (kg)

9.0 / 6.0 9.0 / 6.0 4.5 / 4.5

Selectable spin 
speed (rev / 

min)
(No spin), 400, 600, 800, 

1000, 1200, 1400*
(No spin), 400, 600, 800, 

1000, 1200, 1400*
(No spin), 400, 600, 800, 

1000, 1200, 1400*

Laundry type / 
Descriptions

Heat resistant cotton and linen 
textiles (underwear, bedding, 
tablecloths and towels) (max 

4.5 kg)

Cotton and linen textiles 
(underwear, bed sheet, 

tablecloth, towel (max. 4.5 
kg)

Less dirty, cotton and 
linen textiles. (bed sheet, 

tablecloth, towel (max. 
2.5 kg)

Selectable 
additional 
functions      *      *     *

Selectable 
drying functions 

**                   

Programme Synthetics Wool & Silk Duvet

Selectable 
washing 

temperatures 

Maximum 
washing/drying 
capacity (kg)

3,5/3,5 2,5 -

Selectable spin 
speed (rev / 

min)
(No spin), 400, 600, 800, 

1000, 1200* (No spin), 400, 600 ,800* (No spin), 400, 600, 800*

Laundry type / 
Descriptions

Synthetic and synthetic mix 
textiles.  (synthetic content shirt, 

blouse, socks etc.)

Woollen and wool mix 
laundry with machine wash 

labels.

For washing a fibre duvet 
with a machine washable 

label. (max. 2.5 kg)

Selectable 
additional 
functions               

Selectable 
drying functions 

**       - -

NOTE: THE PROGRAMME DURATION MAY CHANGE ACCORDING TO THE 
AMOUNT OF LAUNDRY, TAP WATER, AMBIENT TEMPERATURE AND SELECTED 
ADDITIONAL FUNCTIONS.

other.
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Programme Rinse Allergy Safe Spin / Drain

Selectable 
washing 

temperatures (Cold wash)* (Cold wash)*

Maximum 
washing/drying 
capacity (kg)

9.0 / 6.0 4.5 / 4.5 9.0 / 6.0 

Selectable spin 
speed (rev / 

min)
(No spin), 400, 600, 800, 

1000, 1200, 1400* (No spin),400, 600, 800* (No spin),400, 600, 800, 
1000, 1200, 1400*

Laundry type / 
Descriptions

This programme can be used 
for additional rinsing after 

washing.
Baby dresses

This programme can be used 
for additional spinning after 

washing.

Selectable 
additional 
functions        *       

Selectable 
drying functions 

**                   

Programme Rapid 15’ Gentle Dry

Selectable 
washing 

temperatures , (Cold wash) , -

Maximum 
washing/drying 
capacity (kg)

2,0 / 2,0 4.5 / 4.5 3,5 

Selectable spin 
speed (rev / 

min) (No spin), 400, 600, 800* (No spin), 400, 600, 800, 
1000, 1200 1400*

-

Laundry type / 
Descriptions

For washing less dirty cotton, 
coloured and linen textiles in 

a little as 12 minutes.
Note: As the washing time 

is short, less detergent 
is required than in 

other programmes. The 
programme period will 

increase if your machine 
detects unstable loading.

Dirty, cotton, coloured and 
linen textiles. (The washing 

duration for loads of 2kg and 
under is 30 minutes)

Cotton laundry with machine 
dryable label.

Selectable 
additional 
functions    *      *   

Selectable 
drying functions 

**           *     

NOTE: THE PROGRAMME DURATION MAY CHANGE ACCORDING TO THE 
AMOUNT OF LAUNDRY, TAP WATER, AMBIENT TEMPERATURE AND SELECTED 
ADDITIONAL FUNCTIONS.

other.
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Programme Cotton Dry Cotton Wash & Dry

Selectable 
washing 

temperatures - , (Cold wash) , 
(Cold wash)

Maximum 
washing/drying 
capacity (kg)

6.0
0.5 kg (3 shirts)

6.0

Selectable spin 
speed (rev / 

min)
- 800* 1400*

Laundry type / 
Descriptions

Cotton laundry with machine 
dryable label.

Cotton, coloured and linen 
laundry with machine dryable 

label.
Note: The machine 

automatically determines the 
duration of the programme 
according to the amount of 

laundry in the machine.

Cotton and linen textiles 
(underwear, bed sheets, 

tablecloth, towel (max. 4.0 
kg)

Selectable 
additional 
functions       

Selectable 
drying functions 

**  *     *  *     

NOTE: THE PROGRAMME DURATION MAY CHANGE ACCORDING TO THE AMOUNT OF 
LAUNDRY, TAP WATER, AMBIENT TEMPERATURE AND SELECTED ADDITIONAL FUNCTIONS.

other.
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• For household washer-dryers; the wash and dry cycle is able to clean normally 

same cycle, and to dry it in such a way that it can be immediately stored in a 
cupboard, and that this programme is used to assess the compliance with the EU 
ecodesign legislation. 

• The most efficient programmes in terms of energy consumption are generally those 
that perform at lower temperatures and longer duration.

• Loading the household washer-dryer up to the capacity indicated by the 
manufacturer for the respective programmes will contribute to energy and water 
savings.

• Program duration, energy consumption and water consumption values may vary 
according to wash load weight and type, selected extra functions, tap water and 
ambient temperature.

• It’s recommended to use liquid detergent for the washing programmes at low 
temperature. The amount of detergent to be used may vary depending on the 
amount of laundry and the level of dirtiness of the laundry. Please follow the 
detergent manufacturers’ recommendations for the amount of the detergent to be 
used.

• The noise and remaining moisture content are influenced by the spinning speed. 
The higher spinning speed in the spinning phase, the higher noise and the lower 
remaining moisture content.

• You can access the product database where the model information is stored by 
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7.1 
• Use detergents, softeners and other additives suitable for automatic washing 

machines only. Excessive foam has occurred and automatic foam absorption 
system has been activated due to too much detergent usage.

• We recommend that periodic cleaning for washing machine every 2 months. For 
periodic cleaning please use Drum Clean programme. If your machine do not 
have Drum Clean programme, use Cottons-90 programme. When required, use 
limescale removers manufactured specifically for washing machines only.

• Never force the door open when your Washing Machine is running. You can open 
the door of your machine 2 minutes after the completion of a washing operation. *

• Never force the door open when your Washing Machine is running. The door will 
open immediately after the washing cycle has ended. *

• The installation and repairing procedures should always carried out by the 
Authorised Service Agent in order to avoid possible risks. The manufacturer shall 
not be held liable for damages that may arise from procedures carried out by 
unauthorised persons.
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8. CLEANING AND 
MAINTENANCE

8.1  

supply off and remove 
the plug from the socket 

Turn off the water 

CAUTION: Do not 

cleaners, glass cleaners 

agents to clean your 

surfaces and other 

8.2 

We recommend that you clean your water 

• 

• 

• 

• 

CAUTION: 

breakdowns are out of the scope of the 
warranty.
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8.3 

1

3

5

2

4

6

 
We recommend that you clean the pump 

8. 

detergent level plate to open the pump 
cover. 

9. Lodge the end of the powder spade 

• 

• 

NOTE: 

10. 

11. 

12. 

13. 

WARNING: 

8.4 Detergent Drawer

We recommend that you remove the drawer 
every 2 months to clean the accumulated 

To remove the detergent drawer:
• 

extended. 

• Press the region shown below inside 
the detergent drawer you have pulled 
all the way back, and continue pulling 
and remove the detergent drawer from 
its place

• Remove the detergent drawer and 
disassemble the flush stopper. Clean 
thoroughly to completely remove any 
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softener residue. Refit the flush 
stopper after cleaning and check that 
it is seated properly. 

• Rinse with a brush and lots of water. 
• Collect the residues inside the 

detergent drawer slot so that they 
don’t fall inside your machine.

• Dry the detergent drawer with a towel 
or dry cloth and place it back

Do not wash your detergent 
drawer in a dishwasher.

For the cleaning and maintenance of the 
liquid level detergent apparatus, remove 
the apparatus from its location as shown 
in the picture below, and thoroughly 
clean the remaining detergent residues. 
Replace the apparatus. Make sure that 
no residual material remains inside the 
siphon.

9. Body / Drum

1 2

1. Body

or soap and water, to clean the external 

2. Drum
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10. TROUBLESHOOTING

• 

• Turn off the water supply. 

FAULT POSSIBLE CAUSE TROUBLESHOOTING

Fuses are faulty. Replace the fuses. 

Start/Pause button not pressed. Press the Start/Pause button. 

completely closed. 

Turn tap on. 

completely closed. 

The feet have not been adjusted. Adjust the feet. (**)

removed. 

spread. 
Do not overload the drum. Spread laundry evenly 

surface. surface. 

the detergent drawer. 
used. 

Press the Start/Pause button. To stop the foam, 

Wrong detergent used. 
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FAULT POSSIBLE CAUSE TROUBLESHOOTING

result. 

programme selected. 

Amount of detergent used 

selected programme has not been exceeded. 

result. 

Hard water. 

(**) . 

part of the drum. . . . . . . . . . . . . . . . . . . . . . 

Laundry has  detergents may appear on your 

Grey spots appear on the 
laundry. 

place or takes place later 
than expected. 

No fault. The Unbalanced load 

evenly for the next wash. 

Laundry remains damp after 
the drying operation.

Appropriate drying programme 
is not selected. The maximum 
load capacity for the selected 

programme might be exceeded.

Select a drying programme appropriate for your 
laundry (see page 21 for the programme table)
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11. AUTOMATIC FAULT WARNINGS AND WHAT TO DO 

shown below.

TROUBLE CODE POSSIBLE FAULT WHAT TO DO

Er 01 properly.

Er 02 
The water pressure or the water level 

Er 03 

Er 04 water.



www: https://daewooelectronics.com/
Address: https://daewooelectronics.com/service

The minimum period which 
must supply the spare parts 

for the household 
washer-dryer 
is 10 years. 


